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TRIPOD 
TURNSTILES 
SC-276

Body
Hub
Mechanism 
Handles 
Dimensions 
Indicators
Energy and Power 
Temperature 
Working Mode 
Features
Outputs 
Emergency
Safety Status 
Capacity
Option

Indoor body, 1.2 mm 304 quality stainless steel, locked coin or currency unit.
Aluminum casting, precision CNC machining.
Aluminum casting, precision CNC machining, stainless steel impeller.
35x3 mm Aluminum polished handle (Opt. Stainless Steel)
260x1210x1600 mm, Arm: 450 mm, ~65 kg
Standard on both feet, (Top cover optional)
176-264 V AC 50-60 Hz / 24V DC Max:10W
+5 / +40 °C

It works with coins and cards. Gives change and discount coupons. It is managed centrally.
TCP-IP output, RFID card reader, barcode printer, LCD Screen. Recognizes all coins.
Dry contact pass information for both directions separately, pc control port.
Free mode with emergency input, free mode when there is no power.
With the safety status input, the turnstile goes into locked mode and never opens.
30 people per minute
Automatic falling arm, RF control card, counter, button, leak detection sensor.

:
:
:
:
:
:
:
:
:
:
:
:
:
:
:

24

260

10
20

16
00

180

760

5001210




